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What are Standalone Dali

Standalone Dali Control systems are designed to simplify lighting control, zencontrol's
DALI-2 switches and sensors give you automatic control of DALI lighting out of the box,
without the need for programming or additional controllers.

Simplify

Meet your customers requirements easily with the lowest cost.

Easy to rewire, add or remove as the customers requirements change.

Add a zencontrol application controller to unlock more advanced building features.
Achieve instant dimming and occupancy control without commissioning.

Control tuneable white lighting easily with smart colour control scenepanel plates.

Simple as
Using zencontrol's simplified lighting control system in your application is as simple as 1-2-3
1. DALI enabled light fitting

2. Zencontrol DALI-2 power supply
3. Zencontrol DALI-2 sensor and or switch
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Precise flicker-free dimming

Using DALI lighting provides the following benefits

¢

Precise dimming Control Smooth dimming Logarithmic dimming Wide dimming range

which matches the human eye Typically down to 1% light level

Precise

Using DALI Lighting provides the following benefits
Precise dimming control
Smooth Dimming

Logarithmic dimming which matches the human eye
Wide dimming range typicall down to 1% light level

Multi Way

Wire in multiple switches (and even sensors) to the same installation and they will work
seamlessly together.

Scene

A senepanel switch allows quick recall of 3 common light levels as well as complete
dimming control

Scene 1 25%

Scene 2 50%

Scene 3 75% On-Off
Presence

Use a sensor to add presence control to a room

Tuneable

Use a scenepanel switch to control DALI device type 8 tuneable white type fittings with
full warmer/ cooler and brightness dimming control
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Rotary or push button

Depending on your application the zencontrol range of switches are available as
pushbuttons or rotary control

Control

Individual button control for On Off Dim up Dim down

Works

Add multiple products together to achieve your desired application

Works with

All zencontrol switches and sensors work with DALI compliant drivers avalaibe from most
manufacturers. DALI drivers can provide the highest levels of lighting quality, with flicker
free drivers, precise control and soft start features. When ordering lights request DALI
drivers.

Control fixed loads with

Use a zencontrol relay to add fixed loads such as fans and pendant lighting.

Upgrade to

Need extra functionality, higher levels of control, or require emergency lighting test and
monitoring? Add a zencontrol application controller for best results
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Push Button Dimming

Compleate dimmable control of DALI light fittings, relays and loads. On / off and dimmable
control

Up to 30 lights

T2 7 =7

DALI-2 switeh
ze-switch

L

DALI-2 PSU ze-pbs-2550 DALI light DALI light
ze-psu-70 Or any standard with DALI driver with DALI driver
volt-free push-button
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Multi-way Dimming
- Full dimmable control from two or more switch positions.

- Switches will track the state of the light and show the status on the illuminated
LED.

- Two or more switches can be wired to control DALI light fittings, relays and
loads.

- On / off and dimmable control.

Up to 30 lights
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DALI-2 switch DALI-2 switch
zc-switch ze-switch
Ll Ll
DALI-2 PSU 2¢-phs-2550 DALI light DALI light z¢-pbs-2550
2c-psu-70 Or any standard with DALI driver with DALI driver Or any standard
volt-free push-button volt-free push-button
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Rotary Dimming

Full dimmable control of DALI light fittings with a rotary knob

. Up and down dimming is achieved by turning the knob left or right.
. On and off control can be activated by pushing the switch in.

. Works with DALI light fittings, relays and loads. On/off and dimmable control.
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Up to 30 lights

DALI-2 PSU DALI rotary switch DALI light DALI light
ze-psu-70 ze-rotary-2550 with DAL driver with DAL driver



Rotary Dimming and switch

Full dimmable control of DALI light fittings from two or more switch positions (i.e. opposite sides of
the room).

. Up and down dimming is achieved by turning the knob left or right.
. On and off control can be activated by pushing the switch in.
. Works with DALI light fittings, relays and loads.

. On/off and dimmable control
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DALI-2 PSU DALI rotary switch DALI light DALI light zc-pbs-2550
zc-psu-70 zc-rotary-2550 with DALI driver with DALI driver Or any standard

volt-free push-button
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Rotary dimming with muliiple rofaries

Compleate dimmable control of DALI light fittings from two or more switch positions (i.e. opposite
sides of the room).

. Up and down dimming is achieved by turning the knob left or right.
. On and off control can be activated by pushing the switch in.
. Works with DALI light fittings, relays and loads.

. On/off and dimmable control
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DALI-2 PSU DALI rotary switch DALI light DALI light DALI rotary switch

zc-psu-70 ze-rotary-2550 with DALI driver with DALI driver ze-rotary-2550



DT8 Tuneable White

Change the colour of TC DALI drivers with a rotary switch.

. The switch works with DALI DT8 drivers which support TC colour modes.

. Left or right turn of the knob will adjust the brightness of the luminaire.
. Pushing in and holding the knob will adjust the colour.

. Let go and press again to change the colour in the opposite direction.
. A short press of the switch will turn the lighting on or off.
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Up to 30 lights
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DALI-2 PSU DALI rotary switch DT8 Tuneable white light DT8 Tuneable white light
zc-psu-70 z¢-rotary-2550 with DALI driver with DALI driver
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Scenepanel Dimming

The zc-scene switch will provide four scene levels (25%,/50%/75%/100%) without the need for pro-
gramming.

. Press the button a second time to turn the lighting off.
. Works with DALI light fittings, relays and loads.
. On/off and scene recall control.
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Up to 30 lights

DALI-2 PSU
ZC-psu-7(

DALI light DALI light
with DALI driver with DAL driver
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Scenepanel

The zc-scene switch will provide four scene levels (25%,/50%/75%/100%) without the need for pro-
gramming.

Press the button a second time to turn the lighting off.
Works with DALI light fittings, relays and loads.

On/off and scene recall control. + Full dimmable control of DALI light fittings with
a rotary.

Up and down dimming is achieved by turning the knob left or right.

On and off control can be activated by pushing the switch in.

Works with DALI light fittings, relays and loads.

On/off and dimmable control
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Sceneset switch DALI light DALI light DALI rotary switch
neset th with DALI driver with DALI driver C-rols 55
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DT8 tuneble white Scenepone!
Change the colour of TC DALI drivers with a Colour Scenepanel switch.
. The switch works with DALI DT8 drivers which support TC colour modes.

. Four discrete buttons with warmer and cooler dimming buttons and
on / off buttons with corresponding brightness dimming control.
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Up to 30 lights

DALI-2 PSU
ze-psu-7(

DT8 Tuneable white light DT8 Tuneable white light
with DALI driver with DALI driver
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DT8 tuneable white Scenepanel with
Change the colour of TC DALI drivers with a Colour Scenepanel switch.
. The switch works with DALI DT8 drivers which support TC colour modes.

. Four discrete buttons with warmer and cooler dimming buttons and
on / off buttons with

Corresponding brightness dimming control. + Full dimmable control of DALI light fit tings with a
rotary knob.

Up and down dimming is achieved by turning the knob left or right.

On and off control can be activated by pushing the switch in.

Works with DALI light fittings, relays and loads.

On/Off and dimmable control.
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Up to 30 lights

Colour sceneset switch DT8 Tuneable white light DT8 Tuneable white light DALI rotary switch
zc-sceneset-rgbw or other with DALI driver with DALI driver c-rotary-255(
witch
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Price

20-psu
zc-psu-70

2¢-switch
1¢-phs2020
2¢-phs2020-bl
z¢-Rotary
1c-rotary-knob-37
z¢-sceneset-c-a4
zc-sceneset-c-a4-act
2c-scnset-fp-gl-whi-c
2¢-scnset-fp-gl-blk-c
zc-senset-fp-st-c
zcsenset-fp-blk-c
2c-scnset-fp-gld-c
z¢senset-fp-rgld-c
ZC-pir-5m

Z¢-pir-8m

DALI-2 Power Supply 235mA

DALI-2 Power Supply 70mA

DALI-2 Switch input

DALI-2 Switch input + Push Bution Mech White
DALI-2 Switch input + Push Button Mech Black
DALI-2 Rotary Mech

Rotary knob only 37mm Dia

DALI2 Sceneset Switch for 25/50,/75/100%
DALI-2 Sceneset Switch for DT8 Tuneable White
White glass face plate (AU Style)

Black glass face plate (AU Style)

Brushed stainless Steel face plate (AU Style)
Brushed black aluminium face plate (AU Style)
Brushed gold aluminium face plate (AU Style)
Brushed rose gold aluminium face plate (AU Style)
DALI-2 PIR Sensor 5M Range

DALI-2 PIR Sensor 8M Range

$93.00
$26.00
$56.00
$55.00
$55.00
$55.00
$5.30
$109.50
$109.50
$18.40
$18.40
$18.40
$18.40
$18.40
$18.40
$69.00

$69.00
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CONTACT US

Neo Integrated System
98 Fullarton Road
Norwood

08 8362 5206

hello@neointegratedsystems.com.au



